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PEST CONTROL TRAINING ACADEMY / SCHOOL 

Professional Services Offered: 

Training of pestcontrol operators| Preactical assessments of pest control operators | mentoring of pest contro; operators | 

supervision of trainee pest control operators | pest control helpline | pest identification services | food safety/HACCP training and 

auditing | food safety/PRP registers |ISPM 15 training and certification | green pest management/control |pest management 

operations manuals 

www.pestmanagementacademy.com  www.pestmanagement.mobi ipmc@mweb.co.za 

We now have credit card 

facilities available if you 

would like to pay for your 

training on extended credit 

over 6,12 or 24 months. 

What to do if your spray tank won’t 

pressurise 

BOOK NOW 
FUMIGATION 

2-4 NOVEMBER 2015 PRETORIA 

GENERAL PEST CONTROL 

PROGRAM 

9-11 NOVEMBER 2015 PRETORIA 

  TERMITES & WOOD 

DESTROYING ORGANISMS 

16-18 NOVEMBER 2015 

PRETORIA 

You’re having trouble getting your compressed air sprayer tank to hold 

pressure. Is the problem with the tank itself, or the pump, or a gasket? 

It’s the pump mechanism that provides air pressure into the tank. To do 

so, several parts have to be working. The pump cylinder gasket fits 

tightly around the top of the pump cylinder to seal the pressurised tank 

when the lid is tightened down. At the other end, a check valve seals the 

bottom of the pump cylinder. It opens on the plunger downstroke as air 

is forced into the tank, and closes tightly against the bottom of the pump 

cylinder on the upstroke of the plunger to prevent liquid from entering 

the cylinder.  

REGISTRATION NOW 

OPEN 
WEED CONTROL 

30 NOV-2 DEC 2015 PRETORIA 

GENERAL PEST CONTROL 

PROGRAM 

7-9 DECEMBER 2015 PRETORIA 

ALL COURSES ON NQF 

LEVEL 4 NOT NQF LEVEL 2 

 
GENERAL PEST CONTROL PRO-

GRAM 

9-11 NOVEMBER 2015 PRETORIA 

7-9 DECEMBER 2015 PRETORIA 

11-13 JANUARY 2016 PRETORIA 

8-10 FEBRUARY 2016 PRETORIA 

22-24 FEBRUARY 2016 CAPE 

TOWN 

7-9 MARCH 2016 PRETORIA 

14-16 MARCH 2016 DURBAN 

 

WEED CONTROL 

30 NOV-2 DEC 2015 PRETORIA 

18-20 JANUARY 2016 PRETORIA 

15-17 FEBRUARY 2016 PRETORIA 

 

 TERMITES & WOOD DESTROY-

ING ORGANISMS 

16-18 NOVEMBER 2015 PRETO-

RIA 

25-27 JANUARY 2016 PRETORIA 

 

FUMIGATION 

2-4 NOVEMBER 2015 PRETORIA 

1-3 FEBRUARY 2016 PRETORIA 

16-18 MARCH 2016 DURBAN 

 

PLANT PEST & DISEASES 

30 NOV-2 DEC 2015 PRETORIA 

18-20 JANUARY 2016 PRETORIA 

15-17 FEBRUARY 2016 PRETORIA 

 

WOOD PRESERVATION OF 

UTILITY POLES 

16-18 NOVEMBER 2015 PRETO-

RIA 

25-27 JANUARY 2016 PRETORIA 

 

OUR COURSES ARE AGRISETA 

ACCREDITED AND ACCEPTED 

BY THE DEPARTMENT OF AG-

RICULTURE, FORESTRY AND 

FISHERIES FOR REGISTRA-

TION AS A PEST CONTROL OP-

ERATOR 

AGRISETA & SAQA REGISTRA-
TION NO: AGRI/c prov/0207/08 
FET REGISTRATION NO: 2012/

FE07/001 

Struggling to complete your pest control 
correspondence NQF level 4 course? Even if you 

have only completed 1or 2 modules, why not 
contact us? 

1. Problem: The pump seems to be working properly. You can pump 

up the tank okay, but it won’t hold the pressure. 

 

Solution: Check the pump gasket at the top of the pump cylinder 

(tank); it may be cracked or damaged and not forming a seal with 

the tank cap. Replace the pump cylinder gasket and make sure that it 

fits tightly around the top of the pump cylinder. 

 

2. Problem: The pump is working properly but you can’t get the tank 

to pressurise. 

 

Solution: Apply grease to the edges of the plastic piston cup and to 

the inside of the pump cylinder. Replace the piston cup. If the pump 

cylinder is dented and not forming a seal at the top with the piston 

cup, replace the plastic cup with a more flexible leather cup.  

 

3. Problem: The pump cylinder is filling with liquid. Pumping is 

difficult. The tank is not getting pressurised. 

 

Solution: Clean residue from the bottom of the pump cylinder. 

Replace the check valve at the bottom of the pump cylinder. Be 

certain that it is secure in the bottom of the cylinder before returning 

the pump to the tank. 

 

The mechanical problems that occur with the tank sprayers are 

usually the result of a poor repair and maintenance schedule. 

Regular cleaning and gasket and valve replacement can head off 

many problems before they occur.  
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